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We manufacture the product based on the (6 7)

specifications described in this drawing.

AT BRAZING OF PIPES, WRAP
THE SWITCH BODY WITH WET
CLOTH AND KEEP THE
TEMPERATURE OF SWITCH
BODY UNDER 100°C

IDENTIFICATION
COLOR COATING (WHITE)

Please check the safety and validity in the
product design in consideration that the
product is conformed to the system or not

when using.
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TYPE OF CONTACT

SINGLE POLE SINGLE THROW

o0

PRESS. RISING

CONTACT
RESISTANCE LESS THAN 200 mQ
INSULATION NOT LESS THAN 100 MQ
RESISTANCE AT DC 500V MEGGER
DIELECTRIC WITHSTAND 1500V AC
STRENGTH FOR _ONE MINUTE
MAX. PRESSURE 45 bar
ATR TIGHT
PRESS. 45 bar
TEST PRESS. 50 bar
MAX. ALLOW. |AMBIENT TEWP. 50730 Zoossrate ) )
TEMP ‘ (I%ut0 no f"r‘oc?:o)
: FLUID TEMP. -54~135°C{-65 ~ 275 ° F]
DURABILITY 100,000 TIMES
- EN 12263
TUV APPROVED \pTN 39733 (PSH/PSL 4B061)
(4BPSH/PSLO59/%%)

UL FILE NO.
C-UL FILE NO.
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TYPE CB PRESSURE SWITCH

Designed by Scale Catalog

ACB—4UB60

Number Drawing Number

N-CB-24619
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